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Abstract 
In-situ modification of originally hydrophobic polymer surfaces by local plasma enhanced oxidation and its application in 
electrically controlled fluid capillary systems are demonstrated. A microfabricated coplanar dielectric barrier discharge (DBD) 
plasma source was developed [1, 2], integrated and applied to modify in-situ the surface properties of polydimethylsiloxane 
(PDMS) capillary channels. The local, immediate and successful setting of the wettability of the polymer microchannels is 
proved by development of effective water transport in the system subsequently the plasma treatment. The use of microfluidically 
integrated DBD microplasma system as switchable capillary pump is also presented. 
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1. Introduction 
The precise and effective sample transport is a substantial task of the microfluidic systems in chemical and 
biomedical applications, ensuring controlled flow through the sample preparation system. Passive pumping systems 
are promising candidates considering the price and complexity of the microfluidic cartridges. From economic 
aspects the application of polymers as structural materials in the fluidic systems is also advantageous however the 
mainly hydrophobic behavior of these materials is a critical point. In our approach an electrically controlled, local 
and in-situ surface modification method was developed and proved in polymer based microstructures. 
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2. Experimental 
2.1. Coplanar dielectric barrier discharge plasma source 
A micromachined coplanar dielectric barrier discharge plasma system was constructed as integrable plasma 
sources for Lab-on-a-Chip applications. Main advantages of the atmospheric pressure DBD plasma sources are the 
simple and downscalable geometric structure as the schematic drawing of the generator cross-section presents in 
Fig. 1. 
 
 
Fig. 1. Schematic structure of the coplanar DBD arrangement. 
Due to the high voltage controlled plasma generator system excellent insulator had to be chosen as basic substrate 
of the device. Therefore microplasma generator structure was manufactured on Borofloat®33 glass substrate. The 
comb like electrode system was formed from 1μm thick vacuum evaporated Aluminium layer. The Al electrode 
system was patterned by photolithography, where the active area is 4×4mm and the distances between individual 
electrodes are 30μm. The whole structure was covered by adequate dielectric multilayer of 200nm SiO2, 1600nm 
PSG (phosphorous glass) and 200nm SiO2 layers deposited subsequently by APCVD (Atmospheric Pressure 
Chemical Vapour Deposition). This top covering Silicon-Oxide layer ensures excellent bonding capability with the 
fabricated Silicon based organic polymer microfluidic system as the integrated system presents in Fig. 2. 
 
 
Fig. 2. The comb layout (electrode distance 30μm; electrode width 10μm; 16mm2 area)  
covered with PDMS layer containing the capillary system. 
2.2. Microfluidic capillary pump system 
Polymer based microfluidic capillary pump structure was fabricated by PDMS soft lithography technique 
applying SU-8 epoxy based negative photoresist as moulding replica [3]. The multi-layered SU-8 structure was 
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patterned by subsequent spin-coatings and lithographic exposures followed by a final development step. Fig. 3. 
shows the secondary pillar structure of the SU-8 master replica (forming high aspect ratio wells on the bottom of the 
final PDMS channels). 
 
 
Fig. 3. Multi-layered SU-8 moulding replica of the microfluidic system. 
 
3. Results and discussion 
The successful local plasma assisted surface modification was verified by in-situ experiments. For characterizing 
the surface modification effect of the local plasma, the capillary system was integrated onto the plasma generator 
surface as presented in Fig. 2. Due to the excellent sealing between the plasma source and the microfluidic structure 
local plasma was formed inside the microchannels as presented in Fig. 4. 
 
 
Fig. 4. The generated atmospheric surface air plasma formed locally in the PDMS channels. 
 
The electrical performance of the RF micro-plasma source was monitored by recording the voltage and current 
values in time (Fig. 5) where is the time averaged electric power consumption is 2.4W. 
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Fig. 5. Time dependent voltage and current curves of the driving signal of the plasma source. 
PDMS channel surfaces completely change their surface characteristics from hydrophobic to hydrophilic within 
60s during exposure of the generated atmospheric air plasma. The modification of the local surface was 
demonstrated by enhanced water transport in the treated capillary system as presented in Fig. 6. The effective region 
of the surface modification is expanded by 100-200μm compared to the area of the plasma source, according to the 
diffusion length of the active chemical species along the channels before recombination. We can conclude that our 
experiments demonstrate the performance of the plasma induced local surface modification in electrically controlled 
capillary pump systems. 
 
 
Fig. 6. Filled capillary channels over the plasma source. 
Acknowledgements 
The partial supports of the National Innovation Office (NIH) via KMR-12-1-2012-0107 project, and the 
Hungarian Academy of Sciences via the MEDinPROT research programme are gratefully acknowledged. The 
significant efforts of Magda ErĘs and Margit Payer in MEMS technology are also acknowledged. 
References 
[1] V. I. Gibalov and G. J. Pietsch, Dynamics of dielectric barrier discharges in different arrangements, Plasma Sources Sci. Technol., 21 (2012) 
024010 (35pp) 
[2] J. H. Lozano-Parada and W. B. Zimmerman, The role of kinetics in the design of plasma microreactors, Chemical Engineering Science, 65 17 
(2010) 4925-4930 
[3] A. del Campo, C. Greiner, SU-8: a photoresist for high-aspectratio and 3D submicron lithography TOPICAL REVIEW. J. Micromechanics 
Microengineering 17 (2007) R81–R95 
